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QUESTION 1

A Firewall administrator is attempting to push a policy to a new Security Gateway for a remote office but the installation
fails. The Management Server IP is 10.1.1.101. Initial troubleshooting shows that policy is successfully transferred to the
Gateway. What command would you use to attempt to identify the cause of the issue? 

A. fw ctl debug –T –f > /var/log/p_debug.txt 

B. cp_merge export_policy –s 10.1.1.101 –n Standard $var/log/ 

C. fw ctl debug –m 10.1.1.101 

D. fw fetchlocal –d $FWDIR/state/_tmp/FW1 

Correct Answer: D 

 

 

QUESTION 2

Which one of the following does not belong to an initial status of a critical device? 

A. restart 

B. problem 

C. init 

D. ok 

Correct Answer: A 

Reference: https://sc1.checkpoint.com/documents/R76/CP_R76_ClusterXL_AdminGuide/7298.htm 

 

QUESTION 3

When troubleshooting static NAT, you would follow all the steps below, EXCEPT: 

A. Verify NAT configuration 

B. Debug NAT 

C. Run "fw tab -t fwx_alloc" 

D. Run "fw ctl arp" command 

Correct Answer: C 

 

QUESTION 4
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Your company\\'s site to site VPN tunnel has been established, however, some or all of the traffic is being dropped.
Which one of the commands below could be used in troubleshooting the issue? 

A. fw ctl debug –p fw + conn pstat xlate xltrc nat 

B. fw ctl debug –m fw + conn drop ld xlate xltrc nat 

C. fw ctl debug –m fw + drop conn ltd xlate xltrc nat 

D. fw ctl debug –f fw + conns drop xlate net 

Correct Answer: B 

Reference: https://vdocuments.site/2010-cpug-con-tobias-lachmann-check-point-troubleshooting.html slide 

 

QUESTION 5

How often will a gateway with Performance Pack running by default automatically review and distribute interface affinity
between cores? 

A. Every 60 seconds 

B. Interface affinity is determined at gateway build time and does not change 

C. Every 5 minutes 

D. Every 10 seconds 

Correct Answer: A 

Reference: https://sc1.checkpoint.com/documents/R76/ CP_R76_PerformanceTuning_WebAdmin/6731.htm 
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