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QUESTION 1

T1 trunks are capable of supporting up to 

A. 2 - 384,000 bit per second connections. 

B. 4 - 384,000 bit per second connections. 

C. 5 - 384,000 bit per second connections. 

D. 3 - 384,000 bit per second connections. 

Correct Answer: B 

 

QUESTION 2

A person is wearing a vertically striped shirt and is sitting in front of a large window with closed blinds. What effect does
this have on camera focus? 

A. It has no adverse effect. 

B. The picture will be out of contrast. 

C. The iris will open and the picture will be bright 

D. The camera will be unable to focus correctly. 

Correct Answer: D 

 

QUESTION 3

Which of the following are associated with the operation of an Acoustic Echo Canceller (AEC)? 

A. Room loudspeakers 

B. Automatic gain control 

C. Noise suppression 

D. Room microphones 

Correct Answer: AD 

 

QUESTION 4

In-Band T.120 uses the 

A. ISDN Channel 8 and Dial Up Analog Modem channels. 
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B. MLP and HMLP channels 

C. Fifth and Sixth channels of ISDN calls. 

D. None of the other alternatives apply. 

Correct Answer: B 

 

QUESTION 5

When required, improperly matched impedance will cause problems with . 

A. Audio signal levels 

B. All of the other alternatives apply. 

C. feedback frequency filtering 

D. room acoustics 

Correct Answer: A 
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