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QUESTION 1
Which of the following statements is FALSE regarding the communication between a UE and an eNodeB?

A. The eNodeB terminates the air interface of the UE and manages the radio connection between the UE and the
eNodeB.

B. The eNodeB transmits the paging messages to an idle UE when the paging is required.

C. During an IMSI attach, the UE informs the eNodeB which MME should be used to service it.
D. The eNodeB performs the compression and encryption of the user data stream.

E. A UE must go through an eNodeB to access the EPC core.

Correct Answer: C

QUESTION 2

Which of the following statements is FALSE regarding the Network Initiated Dedicated Bearer Activation procedure?
A. A Create Bearer Request message is sent from PGW to SGW.

B. An AA Request message is sent from AF to PCRF.

C. A Bearer Setup Request message is sent from SGW to MME.

D. A Re-Authorization Request message is sent from PCRF to PGW.

Correct Answer: C

QUESTION 3

In an LTE network, which of the following is used to carry the GTP message "Create Session Request"?
A. The GTPv1 protocol.

B. The GTPv2 protocol.

C. Both the GTPv1 and the GTPv2 protocols.

D. Either the GTFV1 protocol or the GTPv2 protocol.

E. None of the above answers are correct.

Correct Answer: B

QUESTION 4
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Which of the following statements is FALSE regarding the UE network attachment procedure?
A. The UE is served by an eNodeB.

B. The eNodeB selects one MME to serve the UE.

C. The MME selects one SGW to serve the UE.

D. The SGW selects one PGW to serve the UE

E. The PGW selects one PCRF server if required.

Correct Answer: D

QUESTION 5

Assume that dynamic PCC rules are used on the PGW. When the UE sends a request to establish a dedicated bearer,
which of the following messages are exchanged between the PCRF and the PCEF?

A. The RAR/RAA messages.

B. The CSR/CSResp messages.

C. The CCR/CCA messages.

D. The CSR/CSResp and the CCR/CCA messages.
E. The CSR/CSResp and the RAR/RAA messages

Correct Answer: C
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