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QUESTION 1

What is the primary protocol used by TMS to communicate with endpoints and infrastructure? 

A. SNMP 

B. SIP 

C. BFCP 

D. H.373 

Correct Answer: A 

https://www.eehelp.com/question/tms-snmp-traphost-endpoint-address/ 

 

QUESTION 2

If a user of a SIP endpoint registered to an Expressway configured with only the video.com domain physically dials
"6501", what alias is presented in the SIP Invite message? 

A. 6501 

B. 6501@ 

C. 6501@ 

D. 6501@video.com 

Correct Answer: C 

 

QUESTION 3

Which system uses intelligent Audio to cancel out background noise? 

A. Spark 

B. Jabber 

C. DX80 

D. DX7O 

Correct Answer: C 

https://newsroom.cisco.com/press-release-content?articleId=1421621 

 

QUESTION 4
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Which statement is true regarding Subzones? 

A. Subzones require the use of endpoint authentication. 

B. Subzones are used for routing calls to peers in other parts of the network. 

C. Endpoints require the use of other endpoints for authentication. 

D. Endpoints are assigned to a particular Subzone by their alias or IP subnet. 

Correct Answer: A 

 

QUESTION 5

Which cisco Meeting Server component is used for interworking between different communication protocols? 

A. H.323 Gateway 

B. Recorder 

C. Web Bridge 

D. XMPP Server 

Correct Answer: A 

Cisco Expressway or Cisco VCS can be used to interwork H.323 calls to SIP, allowing H.323 endpoints to join
conferences. 

https://www.cisco.com/c/en/us/td/docs/solutions/CVD/Collaboration/enterprise/11x/116/collbcvd/ conferencing.html 
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