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QUESTION 1

What are three key benefits of VMware SD-WAN? (Choose three ) 

A. Provision Edges in minutes 

B. Automated configuration of cloud resources 

C. Remove requirement of Edge devices 

D. Gain visibility across any link 

E. Layer 2 VPNs between sites 

F. Reduce the burden on MPLS 

Correct Answer: BCF 

 

QUESTION 2

A customer has a 10,000 branch site requirement arid must use a hub cluster in their design. Which Mware SO- WAN
best practice should be used when designing the cluster? 

A. BGP on WAN side 

B. Static routing 

C. MP BGP south bound 

D. BGP on LAN side 

Correct Answer: C 

 

QUESTION 3

During a VMware SD-WAN design session for a core business application, a customer expressed the 

following requirements: 

Allow business abstraction so that similar policies can be applied across different hardware types. 

Eliminate the need for the operations team to know the type of physical connectivity or the WAN carrier. 

Maintain SLA for real-time application. 

Which design should be taken in terms of Link Steering? 

A. Select WAN Link, and then define the DSCP tagging 

B. Select Error Correct Before Steering with % definition 
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C. Select Transport Group, and then select Preferred option. 

D. Deselect Error Correct before Steering Defaults. 

Correct Answer: A 

 

QUESTION 4

A MSP partner needs to setup a Partner Gateway and configure the Handoff Interlace. Which are the valid configuration
options for the Tag type? 

A. None, 802 1q, 802 3ad, and QinQ(0x8100) / QinQ(0x9100) 

B. None. 802. 1q. 802, 1 ad, arid QinQ(0x8100) / QinQ(0x9100) 

C. None, 802 1q. 802_1ac, and Qin(0x8100) / QinQ(0x9100) 

D. None, 802 1d, 802.1ad, and QinQ(0x8100)/ QinQ(0x9100) 

Correct Answer: B 

 

QUESTION 5

Which VMware SD-WAN component Is responsible for overlay route distribution? 

A. VMware SD-WAN Controller 

B. VMware SD-WAN Orchestrator 

C. VMware SD-WAN Edge 

D. VMware SD-WAN Hub 

Correct Answer: A 
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