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QUESTION 1

FashionStar InC. is installing a clustered Windows server, and is trying to decide between a high-availability solution
and a fault-tolerant solution. What are some differences between the two solutions? 

A. High availability has a higher cost and does account for application failures, while faulttolerance has a lower cost, and
does not account for application failures. 

B. High availability has a higher cost and does not account for application failures, whilefault tolerance has a lower cost,
and does account for application failures. 

C. High availability has a lower cost and does account for application failures, while faulttolerance has a higher cost, and
does not account for application failures. 

D. High availability has a lower cost and does not accountfor application failures, whilefault tolerance has a higher cost,
and does account for application failures. 

Correct Answer: C 

 

QUESTION 2

Which three elements make up the SAN Advisor Validation Engine? 

A. ESM, Rules, Product Info 

B. Product Info, Analyzer, ESM 

C. Product Info, Schema, Controller 

D. Rules, Analyzer, Product Info 

Correct Answer: A 

 

QUESTION 3

Where is the SCSI driver configuration file located on a Solaris server? 

A. /drv/kernel/sd. conf 

B. /drv/kernel/st.conf 

C. /etc/system/sd. conf 

D. /kernel/drv/sd. conf 

Correct Answer: D 

 

QUESTION 4
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Which Fibre Channel layer is responsible for link initialization and recovery? 

A. FC-1 

B. FC-2 

C. FC-3 

D. FC-4 

Correct Answer: A 

 

QUESTION 5

Click the Exhibit button. What is indicated by this icon displayed in the PowerPath Monitor Taskbar Icons? **Exhibit
Mising** 

A. Degraded 

B. Failed 

C. Server Not Responding 

D. Standard 

Correct Answer: B 
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