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QUESTION 1

What is the default maximum number of TimeFinder/Snap sessions that can be created from a source volume on a
VMAX 20K array? 

A. 7 

B. 14 

C. 32 

D. 128 

Correct Answer: B 

 

 

QUESTION 2

What is the maximum number of Device Pools a Symmetrix VMAX can support? 

A. 512 

B. 256 

C. 1024 

D. 2048 

Correct Answer: A 

 

QUESTION 3

Which Symmetrix VMAX Enginuity feature can be only managed by Unisphere for VMAX compared to Symmetrix
Management Console? 

A. FAST VP for CKD Volumes 

B. TimeFinder/Snap 

C. Auto Provisioning 

D. Federated Live Migration (FLM) 

Correct Answer: A 

 

QUESTION 4

In a single-hop SRDF/AR setup, the options have been set as follows: 
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-Cycle Time = 3000 

-Delay Time = 0 

-Overflow = Next 

The symreplicate session was started at time 0. The actual cycle time was 4500 seconds. 

How many seconds after the start of the first cycle will the next cycle start? 

A. 3000 

B. 4500 

C. 6000 

D. 9000 

Correct Answer: C 

 

 

QUESTION 5

Open Replicator will be used to move data from a CLARiiON array to a Symmetrix VMAX array. The CLARiiON has not
been discovered by the host from which the Open Replicator commands are issued. 

Which information has to be specified in the Open Replicator device file? 

A. symdev=arrayid:device and wwn=CLARiiON_device_WWN 

B. symdev=rrayid:device and clardev=arrayid:device 

C. wwn=array id:Symmetrix_device_WWN and wwn=array id:CLARiiON_device_WWN 

D. symdev=arrayid:device and clardev=arrayid:CLARiiON_device_WWN 

Correct Answer: A 
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