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QUESTION 1

An ArcGIS user is editing a shapefile and wants to modify the boundary between two polygon features, while ensuring
that the boundaries remain coincident. 

Which tool allows the user to achieve this goal? 

A. Reshape Feature tool 

B. Reshape Edge tool 

C. Cut Polygons tool 

D. Edit Vertices tool 

Correct Answer: A 

 

QUESTION 2

A data frame in ArcMap is displaying layers from several different coordinate systems in a worldwide geographic
coordinate system. There are several geographic coordinate system transformations listed in 

100% Real QandAs | 100% Real Pass 

the Geographic Coordinate Systems Transformations dialog box. One of the transformations being used is inappropriate
and must be changed. 

How can the ArcGIS user change the transformation? 

A. open the Layer Properties dialog box for each layer using the transformation and change the transformation for the
layer 

B. select Transformations from the main menu in ArcMap and change the transformation for the map document 

C. open the Data Frame Properties dialog box and change the transformation for the data frame 

D. for each data source using the transformation change the transformation in the Catalog window and then reload the 

Correct Answer: C 

 

QUESTION 3

An ArcGIS user is creating a map, and wants the point symbols used in a feature layer to scale as the user zooms in or
out. 

Which property must the user set in order to enable this functionality? 

A. the reference scale for the data frame 

B. the reference scale for the layer 
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C. the reference scale for the map document 

D. the reference scale of the Layout view 

Correct Answer: B 

 

QUESTION 4

Which limit is set for file geodatabase name length for ArcGIS Desktop? 

A. no limit 

B. limited to 32 characters 

C. limited to 255 characters 

D. limited to the number of characters the operating system allows in a folder name 

Correct Answer: C 

 

QUESTION 5

An ArcGIS user has a highway polyline dataset and a school point dataset. The user needs to find all schools that are
within one mile of highways and report the exact distance for each point within that distance. 

Which tool should be used to create this dataset? 

A. Buffer 

B. Point Distance 

C. Identify 

D. Near 

Correct Answer: B 
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