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QUESTION 1

Which predefined protocol filter does the following information relate to?________________ 

Correct Answer: netbios  

 

QUESTION 2

In order for proxy ARP to work correctly the router interface must receive a valid ARP response. 

A. True 

B. False 

Correct Answer: A 

 

QUESTION 3

OSPF allows network summary addresses to be injected: 

A. at ASBRs. 

B. at ABRs. 

C. at DRs. 

D. at BDRs. 

Correct Answer: B 

 

QUESTION 4

Which command would you use to create a static route to the 10.0.0.0/8 network with a gateway of 192.168.0.1/24 and
a metric of 2? 

A. config iproute add 10.0.0.0/8 192.168.0.1 2 

B. config iproute add 192.168.0.1 10.0.0.0/8 2 

C. create iproute add 10.0.0.0/8 192.168.0.1 2 

D. create iproute add 192.168.0.1 10.0.0.0/8 2 
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Correct Answer: A 

 

QUESTION 5

The ESRP master state continuously changes between the two ESRP enabled switches. You determine that this is
happening because: 

A. The ESRP hello timer settings are different for each switch. 

B. The ESRP-enabled switches are using different master election algorithms. 

C. The ESRP-enabled switches are using different IP addresses for the ESRP-enabledVLAN. 

D. None of these. 

Correct Answer: A 
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