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QUESTION 1

In SIP Server, how would you link an emulated ACD Queue to an associated RP? 

A. RP Default DN set to Queue 

B. Queue object Association set to RP 

C. RP Annex Tab option identifying Queue 

D. Same name suffix, prefixed by Q_ and RP_ respectively 

Correct Answer: B 

 

QUESTION 2

Which of the following options can be configured on a trunk DN to enable Active Out-of- Service detection? (Choose 2
answers) 

A. recovery-timeout\\' 

B. oos-check\\' 

C. \\'oos-force\\' 

D. \\'priority\\' 

Correct Answer: BC 

 

QUESTION 3

In a SIP direct call setup, what message does the originating UAC send to the UAS of the recipient? 

A. INVITE 

B. Ringing 

C. ACK 

D. OK 

Correct Answer: A 

 

QUESTION 4

Which statement is correct? 

A. Each SIP-capable endpoint can be used in 3PCC, but not IPCC. 
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B. SIP Server supports both 1PCC and 3PCC. 

Correct Answer: B 

 

QUESTION 5

SIP Server can set Quality-of-Service bits to a user-defined value to prioritize SIP signaling traffic, which SIP Server
option enables this configuration? 

A. \\'sip-lp-tos\\' 

B. \\'rtp-ip-tos\\' 

C. \\'set-qos-ip\\' 

D. \\'set-quality\\' 

Correct Answer: A 
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