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QUESTION 1

Which of the following are methods are supported by SIP Server for detecting whether a particular device is unavailable
and needs to be placed in Out of Service state? (Choose 2 answers) 

A. Active out of service detection 

B. Passive out of service detection 

C. Auto out of service detection 

D. Presence subscription 

E. Registration 

F. class of service 

Correct Answer: DE 

 

QUESTION 2

Which statements are correct? (Choose 2 answers) 

A. A third-party Softswitch must be integrated with sip server using a CTI link. 

B. If there are multiple outbound dialing rules configured within a single Class of Service (COS), and more than one rule
matches the dialed number (containing a similar pattern). SIP Server will choose the outbound dialing rule with the most
matched digits in it. 

C. When integrating SIP Server with an approved third-party Softswitch, all SIP endpoints must be registered with the
particular Softswitch and not the SIP server. 

D. It is possible to configure Auto Agent Logout after a specific period of Agent inactivity on SIP Server 8. 

Correct Answer: BD 

 

QUESTION 3

Which is the valid value from the SDP portion of the re-INVITE message if a call is requested to be put on hold? 

A. m=audio 0 RTP/AVP hold 

B. a=rtpmap:0 hold 

C. a=sendrecv 

D. c=IN IP 0.0.0.0 

E. C=INIP 192.168.1.199 

Correct Answer: D 
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QUESTION 4

Using SIP default settings, after how many seconds will an endpoint will be marked "out of service" without a response
following an INVITE message? 

A. 6 seconds 

B. l0 seconds 

C. 24 seconds 

D. 32 seconds 

Correct Answer: A 

 

QUESTION 5

If multiple patterns are matched in a dial plan, which of the following describes how SIP Server could determine which
pattern match to use? (Choose 2 answers) 

A. First Valid match 

B. Lowest Dial-plan-rule-(number) 

C. Most specific match 

D. Last Valid match 

Correct Answer: BC 
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