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QUESTION 1

Policies can be configured to drop packets when which of the following has been defined? 

A. The policy has been enabled 

B. The underlying rule set permits dropped packets 

C. The sensor is deployed in Inline mode 

D. The policy has been cloned 

Correct Answer: C 

 

QUESTION 2

Which CLI command is used to copy sensor SSL certificates from external flash when replacing a failed sensor? 

A. Exportsensorcerts 

B. Importsensorcerts 

C. Exportcerts 

D. Importcerts 

Correct Answer: B 

 

QUESTION 3

____________________are required to be configured before configuring the quarantine/pre-admission user classes or
the quarantine DHCP server. 

A. Integrated DHCP servers 

B. Wild Card DNS servers 

C. Wins Servers 

D. Portal Servers 

Correct Answer: B 

 

QUESTION 4

Which of the following CLI commands will not cause an automatic reboot of the Sensor? 

A. resetconfig 
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B. delete signatures 

C. factorydefaults 

D. deinstall 

Correct Answer: D 

 

QUESTION 5

A Sensor allows the option of Layer2 forwarding for which of the following? 

A. TCP and UDP ports only 

B. UDP ports and VLAN interfaces only 

C. TCP ports and VLAN interfaces only 

D. TCP ports, UDP ports and VLAN interfaces 

Correct Answer: D 
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