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QUESTION 1

Which statement is correct about installing system firmware on a single image system that has no HMC? 

A. The updates are concurrent when PowerVM Enterprise Edition is installed. 

B. The updates are always disruptive. 

C. The updates are concurrent when the firmware version stays the same. 

D. The updates are disruptive only when PowerVM Express is installed. 

Correct Answer: B 

 

QUESTION 2

A system is configured with U.S. English as the primary language and Spanish as a secondary language. Where is the
language specified when setting up a new user profile for a Spanish speaking user? 

A. The Language ID parameter in the user profile 

B. The Locale parameter in the user profile 

C. This user\\'s QLANGID environment variable 

D. The Country ID parameter in the user profile 

Correct Answer: C 

 

QUESTION 3

An administrator added a prestart job entry to the QCMN subsystem using the following command: ADDPJE
SBSD(QCMN) PGM(PGMA) INUOBS(350) THRESHOLD(250) ADUOBS(150) MAXUSE (200) The entry is used
extensively and many remote requests connect to the prestart jobs. After adding the entry, the administrator determines
that the system periodically freezes and response time is slow. What is the most likely cause of the problem? 

A. The ADLJOBS parameter is too high and many system resources are used at the same time to generate new
prestart jobs 

B. The MAXUSE parameter is too low and a big job log is generated when the last request uses the prestart job. 

C. There are not enough system resources in QCMN to handle the additional jobs. 

D. The prestart job entry competes with the TCP/IP jobs 

Correct Answer: B 

 

QUESTION 4
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An administrator is recovering a single image system after a crash. The administrator has placed the latest 

SAVSYS into the external SAS TS2900 LTO tape drive and performed a D-Mode IPL. 

Why is the system failing to find the SAVSYS media? 

A. The TS2900 is an alternate installation device and requires an l_BASE_01 DVD in the alternate IPL device. 

B. The TS2900 requires Alternate IPL Enablement feature to boot the SAVSYS. 

C. The l_BASE_01 DVD must be loaded up to SST before a SAS tape device is recognized. 

D. The TS2900 is an alternate IPL device but not an alternate installation device. 

Correct Answer: D 

 

QUESTION 5

Specific Network Server Storage Spaces (NWSSTG) are being saved in order to be moved from one system to another.
Both systems are running IBM i 7 2 The target system has never hosted any other type of system. What is required to
successfully prepare the target system for the restore of the Network Storage Spaces from the system currently hosting
the IPS? 

A. Run the INZNWSCFG command to initialize the target system for reloading the Network Server Description and the
Network Server Storage Spaces 

B. Restore the Network Server Description, then restore the corresponding Network Server Storage Spaces 

C. Use the CRTNWSSTG command to create a small network storage space to set up the directory structure, then run
the RST command to restore the storage spaces from the source system 

D. Run the RST DIR(QFPNWSSTG) OBJ(*ALL) to restore the Network storage space description and spaces 

Correct Answer: B 
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