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QUESTION 1

Which switchport mode is recommended for ports on a Dell EMC N-Series switch with IP phones using voice VLAN? 

A. Access 

B. Active 

C. Hybrid 

D. General 

Correct Answer: D 

 

QUESTION 2

A network administrator wants to configure an ACL to deny traffic for a specific source IP and source UDP port. 

Which type of ACL should be used? 

A. Layer 2 Standard ACL 

B. Layer 2 Extended ACL 

C. Layer 3 Standard ACL 

D. Layer 3 Extended ACL 

Correct Answer: D 

 

QUESTION 3

How does the weighted Queue Scheduler prioritize packets? 

A. Scheduler prioritizes weighted queues over any strict queues 

B. Weights are calculated based on the number of packets 

C. Weights are used to calculate the number of bytes 

D. Weight is assigned to each port 

Correct Answer: C 

Reference: https://infohub.delltechnologies.com/static/media/6582046d-70f0-4ab6-ba72-2c0b9cf26649.pdf page 6 

 

QUESTION 4

Two switches are part of the same VRRP group with the following priorities configured: 
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Switch1: Priority 110 

Switch2: Priority 90 

Switch2 is required to be the Master if interface GigabitEthernet 0/2 on Switch1 fails. 

Which configuration should be part of the setup? 

A. Switch1(conf-if-vlan10)# vrrp 1 track interface vlan 20 decrement 100 Switch1(conf-if-vlan10)# no vrrp 1 preempt 

B. Switch2(conf-if-vlan10)# vrrp 1 track interface vlan 20 decrement 100 Switch2(conf-if-vlan10)# no vrrp 1 preempt 

C. Switch1(conf-if-vlan10)# vrrp 1 track interface vlan 20 decrement 100 Switch1(conf-if-vlan10)# vrrp 1 preempt 

D. Switch2(conf-if-vlan10)# vrrp 1 track interface vlan 20 decrement 100 Switch2(conf-if-vlan10)# vrrp 1 preempt 

Correct Answer: C 

 

QUESTION 5

What happens when a match is found for an ACL with 15 entries? 

A. All packets which match that entry are forwarded 

B. Action from that entry is performed and the rest of the entries in the ACL are processed 

C. All packets which match that entry are dropped 

D. Action from that entry is performed and the ACL is exited 

Correct Answer: D 
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