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QUESTION 1

Which Huawei patented technology is newly introduced by the TP3206 system on the basis of TP3106 () (single
choice) 

A. Common optical center camera technology 

B. Remote handshake 

C. Electronic brand 

D. Remote dinner 

Correct Answer: A 

 

QUESTION 2

The MTU board can support 4 E1/T1 interfaces. How to switch between E1 and T1 interfaces? Which statement is
correct () (single choice) 

A. You only need to select E1 or T1 in the "Parameter Configuration> Transmission Mode" in the "Quick Configuration>
Configure Board" page on the U1900 Web management page, and the switch can be completed 

B. The default is the E1 interface. To switch to T1, you need to remove the jumper cap inside the MTU board. Need to
enter the Web management page to modify the configuration 

C. The default is T1 interface, switch to E1, you need to remove the jumper cap inside the MTU board, and you need to
enter the Web management page to modify the configuration 

D. None of the above 

Correct Answer: B 

 

QUESTION 3

The terminal performs a remote audio loopback, and the audio code stream is encoded and decoded by the remote
audio module. () Correct or Wrong 

A. Correct 

B. Wrong 

Correct Answer: A 

 

QUESTION 4

Regarding the advantages of MCU cascading networking, the following statement is wrong () 

A. Insufficient port capacity of a single MCU, cascade to increase capacity 
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B. The center MCU line bandwidth is insufficient, cascading reduces bandwidth requirements 

C. Realize device partition management 

D. Strengthen meeting security 

Correct Answer: D 

 

QUESTION 5

As shown in the figure (there is a picture, a screenshot of the call status, showing the video packet loss rate, which is
14.8%), when the chairman broadcasts the TE terminal, the terminal sees the sending packet loss rate of 14.8%,
indicating that there may be other The terminal watched the venue, and the packet loss rate reached 14.8%. () Right or
Wrong 

A. Right 

B. Wrong 

Correct Answer: B 
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