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QUESTION 1

The following description of the local regeneration function is wrong () 

A. The central node and the local node are interconnected through SIP relay 

B. The heartbeat mechanism between the central node and the local node monitors the operating status of the peer
device 

C. Under normal circumstances, the IP phone of the local node is registered at the central node 

D. The POTS phone of the local node is registered on the local node 

Correct Answer: B 

 

QUESTION 2

Which Huawei patented technology is newly introduced by the TP3206 system on the basis of TP3106 () (single
choice) 

A. Common optical center camera technology 

B. Remote handshake 

C. Electronic brand 

D. Remote dinner 

Correct Answer: A 

 

QUESTION 3

SMC2.0 added TE terminal search in a manageable way to 10%, unable to continue, possible reasons are () (multiple
choice) 

A. SNMP V2C read community name or SNMP V3 user encryption method is inconsistent 

B. SNMP V2C read community name or SNMP V3 user password is inconsistent 

C. Device SNMP is not enabled 

D. API account or password issue 

Correct Answer: ABC 

 

QUESTION 4

Regarding the H.225 call signaling process, the following message sequence is wrong () 
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A. setup/call proceeding/connect/alerting 

B. setup/alerting/connect 

C. setup/alerting/release complete 

D. setup/call proceeding/alerting/connect 

Correct Answer: A 

 

QUESTION 5

Huawei TE series terminals make point-to-point calls, and the video-related settings are all "automatic", the following
statement. The correct one () (multiple choice) 

A. In the case of sufficient bandwidth, the main video is given priority to the 1080P60 format. 

B. In the case of sufficient bandwidth, the main video is given priority to the 1080P30 format 

C. In the case of sufficient bandwidth, 720P60 format is preferred for the main video 

D. In the case of sufficient bandwidth, 720P30 format is preferred for the main video 

Correct Answer: ABD 
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