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QUESTION 1

Which of the following are popular link efficiency mechanisms? (Choose two.) 

A. IPHC 

B. LFI 

C. HDLC 

D. PPP 

Correct Answer: AB 

 

QUESTION 2

Assume that there are four flows a, b, c, and d, the transmission rate of each flow is 50 Mbit/s, and the total bandwidth
of the interface for flow transmission is 100 Mbit/s. In the case of congestion, WFQ is available for flows a, b, c, and d,
with the weight proportion being 1:2:3:4. Which of the following statement about the interface bandwidth allocated to
each flow is true? 

A. Interface bandwidths allocated to flows a, b, c, and d are 10 Mbit/s, 20 Mbit/s, 30 Mbit/s, and 40 Mbit/s respectively. 

B. Interface bandwidths allocated to flows a, b, c, and d are 50 Mbit/s, 50 Mbit/s, 0 Mbit/s, and 0 Mbit/s respectively. 

C. Interface bandwidths allocated to flows a, b, c, and d are 40 Mbit/s, 30 Mbit/s, 20 Mbit/s, and 10 Mbit/s respectively. 

D. Flows a, b, c, and d are discarded. 

Correct Answer: A 

 

QUESTION 3

Which of the following protocols support the any-source multicast (ASM) model? (Choose two.) 

A. PIM-SM and IGMPv2 

B. PIM-SSM and IGMPv3 

C. MBGP and MSDP 

D. PIM-DM and IGMPv2 

Correct Answer: BC 

 

QUESTION 4

In the BGP routing table, if there are two BGP routes with the same destination address but different next hops, which
statement about the two BGP routes is true? 
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A. Both BGP routes are advertised to other BGP peers. 

B. Only the optimal route selected from the two BGP routes is advertised to other BGP peers. 

Correct Answer: B 

 

QUESTION 5

The interface IP address and virtual IP address configured for VRRP must not be identical. 

A. True 

B. False 

Correct Answer: B 
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