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QUESTION 1

A network with the typology shown in the figure below is set up in a lab. On the network, SW1 uses the default
configurations, and STP disables on SW2. Given this information, which of the following statements is true? 

A. Go/0/2 of SW2 enters the Discarding state. 

B. G0/0/1 of SW1 enters the Discarding state. 

C. G0/0/1 of SW2 enters the Discarding state. 

D. No interface is blocked. 

E. G0/0/2 of SW1 enters the Discarding state. 

Correct Answer: E 
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QUESTION 2

Each router of the OSPFv3 Router-LSA is produced. It describes the interface address and the cost of the router. It also
includes the neighboring router. Router ID 

A. True 

B. False 

Correct Answer: B 

 

QUESTION 3

An OSPF router is connected to Area 0 and Area 1, and Area 1 is configured as a stub area. Which type of LSAs are in
Area 1? 

A. Type 1, Type 2, and Type 5 LSAs 

B. Type 1, Type 2, and Type 3 LSAs 

C. Type 3 and Type 4 LSAs 

D. Type 7 LSA 

E. Type 1 and Type 2 LSAs 

Correct Answer: B 

 

QUESTION 4

Use double-barrel dual-speed monitoring in the traffic pipe, the number of tokens in the bucket, and the number of
tokens in the bucket. When a sentence with a degree C TC P TP B is reported, what is the following sentence? Is the
description correct? 

A. If TP-B>0 and TC-B>0, the text is marked as green. 

B. If TP-B>0 and TC-B
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