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QUESTION 1

OSPF supports area authentication and interface authentication. If both authentication modes are configured, Interface
authentication takes preference over area authentication. 

A. TRUE 

B. FALSE 

Correct Answer: A 

 

QUESTION 2

A monitoring plane usually comprises the monitoring units of main control boards and interface boards. This plane can
monitor the system environment independently. Which of the following environment monitoring functions can be
provided by the monitoring plane? 

A. Voltage monitoring 

B. Temperature monitoring 

C. Fan control 

D. System power-on and power-off control 

Correct Answer: B 

 

QUESTION 3

Four routers run ISIS and have established adjacencies. The area IDs and router levels are marked in the following
figure. If route leaking is configured on R3, which of the following is the cost of the route from R4 to 10.0.2.2/32? 

A. 80 
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B. 50 

C. 40 

D. 30 

Correct Answer: B 

 

QUESTION 4

Which of the following statements about multicast packet forwarding is true? 

A. If a multicast data packet fails the RPF check, the packet must have been received through a sub-optimal interface.
However, this interface still receives and forwards the multicast traffic downstream. 

B. IGMP snooping cannot control the scope of multicast traffic flooding on a Layer 2 network. 

C. The source address of a multicast packet is a unicast address. 

D. In multicast transmission, the destination address of a packet can be the unicast address of a host. 

Correct Answer: A 

 

QUESTION 5

IGMPV3 not only supports IGMPv1 General Query and IGMPv2 Group-Specific Query, and also IGMPv3 Source/Group-
Specific Query. 

A. TRUE 

B. FALSE 

Correct Answer: A 
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