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QUESTION 1

The number of UPS5000-E batteries can be adjusted. When one battery becomes faulty, you should remove at least ()
batteries and set the corresponding battery quantity on the monitoring panel. 

A. 1 

B. 2 

C. 3 

D. 4 

Correct Answer: B 

 

QUESTION 2

Conformal coating can effectively reduce the failure rate of the UPS in severe conditions/ including salt mist, dust, and
high temperature and humidity, which ensures its service life in severe conditions. 

A. TRUE 

B. FALSE 

Correct Answer: A 

 

QUESTION 3

The UPS5000-E can keep a high efficiency and reduce loss within a wide load range. The efficiency can be up to 96%
at 40% loads and 95% at 20% loads respectively. What\\'s the efficiency under ECO mode? 

A. 0.97 

B. 0.98 

C. 0.96 

D. 0.99 

Correct Answer: D 

 

QUESTION 4

Which of the following statements are true about the overload capabilities of the various capacity models of the
UPS2000-A series (6 kVA to 10 kVA) in normal mode? () (Multiple Choice) 

A. 105%-125%, switch to bypass after 5-miunute continuous loading 

B. 125%-150%, switch to bypass after 1-miunute continuous loading 
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C. > 150%, switch to bypass after 10s continuous loading 

D. > 150%, switch to bypass after 0.1s continuous loading 

Correct Answer: ABD 

 

QUESTION 5

What\\'s difference of a traditional industrial frequency UPS compared with high frequency UPS? (Multiple Choice) 

A. The rectifier system is different. 

B. A built-in boosting transformer is required for output. 

C. The bypass component type is different. 

D. All of the above are correct. 

Correct Answer: AB 
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