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QUESTION 1

If the total current of a battery string is 1,000 A and three battery strings are configured, the most economic cable
configuration between the main switch box and the branch switch box is (): 

A. 95 mm2 (328 A) x2 

B. 120 mm2 (382 A) x 2 

C. 150 mm2 (441 A) x 2 

D. 185 mm2 (506 A) x 1 

Correct Answer: A 

 

QUESTION 2

Which of the following models can be equipped with external high capacity battery charger for rapid recharge? 

A. UPS5000-A 

B. UPS5000-E 

C. UPS2000-A 6/10K professional standard 

D. UPS2000-G 6K extended 

Correct Answer: D 

 

QUESTION 3

For two UPS5000-E (50 kA power module) 150 kVA with 2+0 rack redundancy, a () general input switch is required for
the general input power distribution cabinet. 

A. 250 A 

B. 320 A 

C. 500 A 

D. 630 A 

Correct Answer: D 

 

QUESTION 4

The UPS capacity of the FusionModule800 include (). (Multiple Choice) 

A. 10 kVA 
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B. 15 kVA 

C. 20 kVA 

D. 30 kVA 

Correct Answer: AC 

 

QUESTION 5

The UPS5000-A parallel signal cable does not adopt ring connection, which reduces system reliability because of the
possibility of single-point failures. 

A. TRUE 

B. FALSE 

Correct Answer: B 
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