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QUESTION 1

A customer needs to collect a support dump from its appliance, but when the customer attempts to save the support
dump to a USB drive, no valid USB drive displays as available in the HPE Synergy Management Console. 

Which action should the Synergy integrator propose to the customer? 

A. Verify that the USB being used in no larger than 4GB. 

B. Format the USB drive on a computer prior to collecting the support dump. 

C. Insert the USB drive in any of the compute nodes. 

D. Enable the compute module to format the USB drive prior to collecting the support dump. 

Correct Answer: B 

 

 

QUESTION 2

HOTSPOT 

A Synergy integrator has installed a new frame into a rack with two existing frames in the customer\\'s environment.
Click where the integrator should verify that the cabling for the management ring was completed correctly. 

Hot Area: 

Correct Answer: 
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QUESTION 3

A Synergy integrator needs to add more NICs to a server profile. 

What does the integrator need to be aware of when performing this action? 

A. The host needs to be powered off to activate the change. 

B. The Virtual Connect modules need to be rebooted once the profile is applied. 

C. The server profile template must be changed before modifying the server profile. 

D. The host networks will go offline when the profile is assigned. 

Correct Answer: C 

 

QUESTION 4

Which component of the HPE Synergy solution enables fast OS deployments to compute modules? 

A. HPE Synergy Frame Link 

B. HPE Synergy Image Streamer 

C. HPE Synergy Composer 

D. HPE Synergy Compute 

Correct Answer: B 

 

HPE0-S50 VCE Dumps | HPE0-S50 Study Guide | HPE0-S50 Exam Questions                                3 / 4

https://www.geekcert.com/hpe0-s50.html
https://www.geekcert.com/hpe0-s50.html
https://www.geekcert.com/hpe0-s50.html


https://www.geekcert.com/hpe0-s50.html
2024 Latest geekcert HPE0-S50 PDF and VCE dumps Download

QUESTION 5

A customer is unable to boot to a 3.5TB volume created and presented to a compute node. 

What is likely preventing the boot? 

A. Boot volumes larger than 3TB are not supported on HPE Synergy. 

B. The system is set to Legacy BIOS mode instead of UEFI. 

C. The system is set to UEFI instead of Legacy BIOS mode. 

D. Boot volumes larger than 2.2TB are not supported on Synergy. 

Correct Answer: D 
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