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QUESTION 1

For a Simple Queue to apply a bandwidth restrictions on a bridged interface, following must be done: 

A. Configure an IP address on the bridge interface 

B. Use mangle to mark the connections 

C. Associate the Simple Queue to the bridge interface 

D. Enable \\'Use IP Firewall\\' in bridge settings 

Correct Answer: B 

 

QUESTION 2

If a packet comes to a router and starts a new, previously unseen connection, which connection state would be applied
to it? 

A. no connection state would be applied to such packet 

B. new 

C. unknown 

D. invalid 

E. established 

Correct Answer: B 

 

QUESTION 3

Which option in the configuration of a wireless card must be disabled to cause the router to permit ONLY known clients
listed in the access list to connect? 

A. Security Profile 

B. Default Forward 

C. Enable Access List 

D. Default Authenticate 

Correct Answer: C 

 

QUESTION 4

If you wanted to delete the configuration stored in NVRAM, what would you type? 
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A. erase startup 

B. erase nvram 

C. delete nvram 

D. erase running 

Correct Answer: A 

 

QUESTION 5

Mangle Routing (routing-mark) is possible, by using chains: 

A. prerouting and output 

B. forward and output 

C. prerouting and forward 

D. input and output 

E. forward and postrouting 

Correct Answer: B 
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